RER58S
Static load: 2800 Kg
Motors: 6 poles 50Hz

RATIO

74:1

66:1

58:1

52:1

371

SHEAVE
DIA/mm

440
430
520
550
600

440
480
520
550
600

440
480
520
550
600

440
480
520
550
600

440
4380
520
550
600

440
480
520
550
600

SPEED
m/sec

0.29-0.31
0.32-0.34
0.34-0.37
0.36-0.39
0.39-0.42

0.32-0.35
0.35-0.38
0.38-0.41
0.40-0.44
0.44-0.47

0.37-0.40
0.40-0.43
0.44-0.47
0.46-0.50
0.50-0.54

0.41-0.44
0.45-0.48
0.49-0.52
0.51-0.55
0.56-0.60

0.49-0.52
0.53-0.57
0.57-0.62
0.61-0.65
0.66-0.71

0.58-0.62
0.63-0.68
0.68-0.73
0.72-0.78
0.79-0.85

HP4

500
460
440
430
400

440
400
370
360
320

420
390
350
330
300

390
360
320
300
270

420
390
350
330
300

390
360
330
310
280

HP5

500
460

430
400

500
470
430
410
370

470

400
380
340

550
520
450
450
420

550
520
480
450
420

HP6

Kg

630
600
560
540
500

600
570
530
510
470

640
630
600
560
530

630
590
550
490
460



